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60W/120W/180W/240W

ALL-IN-ONE
SOLAR STREET LIGHT

The features of this solar street light is an ALL-IN-ONE design. The light engine and battery and 

solar panel are built right into the LED fixture. No need for a power source which eliminates the 

need for wiring and trenching.

●   Fully programmable via solar controller and photo control 

 Built-in battery and solar controller ●  

  Advanced new LiFePO4 battery lasts at least 2000 charge cycles and will last three nights ● 

     with one day charge

 Perfect for street, parks, parking lots, school campuses, etc.●  

 

>100,000

 

 

CHARGE TIME

HRS
7

BATTERY LIFE

UP TO

50
HRS

BATTERY

32˚F
TO

149˚F

OPERATING TEMP

-30˚F TO 122˚F

BEAM ANGLE

120˚
REPLACEABLE RATED LIFE WARRANTY

L70 3



Solar Panel

High quality polycrystalline silicon material, 

high charging efficiency, long lifespan

Moisture-proof and waterproof,high quality 

LED lamp bead has a wide lighting range.

LED Chip

Battery

Long battery lifespan and more durable,even 

use in the -20℃～65℃ area

LED Chips

ON/OFF

Battery

Solar Panel

Aluminum Alloy Lamp Housing

Remote Control

PRODUCT DETAILS
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LUMEN

MOTION SENSING MODE

TIME CONTROL MODE
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HOW THE LIGHT WORKS

LIGHTING DATA
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DesignLife

Nominal Voltage

Nominal Capacity

Discharge

Charge

Storage

Max.Discharge Current  77°F(25℃) 

Short Circuit Current                                                                                                       

6-8 years

6.4V

-20~60℃

-10~60℃

-20~60℃

1200A(5s)

3000A                                                                                                      

Self-Discharge

3% of capacity declined per month at 20 (average)℃

Operation Temperature Range

12AH 18AH 24AH

No.1 Battery Cells 

High-end battery cells keep every cell's voltage，resistance，capacity，discharging 
always in sync

Fully  automatic  precision welding machine can ensure that every battery can be 

welded firmly to prevent the danger of short circuit or power failure

High precision IC keep performance more stable protect over load ,over charge ,

over discharge ,short circuit ,over voltage ,over current keep battery pack always 

safe and long life span 

every battery pack need to thorough charging and  discharging  test by  the  aging 

test machine to keep 100% qualified 

No.2 Battery Protector  

No.3 Precision Welding Machine

No.4 Aging Test Machine

30AH

BATTERY SPECIFICATION

BATTERY GUARANTEE OF QUALITY

60W/120W/180W/240W
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Tips:

1.Installation direction of the solar panel is 5-10 

degrees south to west,an angle of 35 degrees with 

the horizontal place.

2.Please install the solar panel in the sun direction 

to avoid affecting the power generation efficiency.

3.Please ensure the installation is stable.   

south

north

100% charging

efficiency

south

north

75% charging

efficiency

south

north

50% charging

efficiency

ON/OFF and Mode selecting

Red/Blue LED Indications
LED Indication    Condition

Red: ON               Charging during daytime

Red: OFF             No Charging while solar panel under dark environment

Blue: ON              Motion Sensing Mode, 

Full brightness once sensing activated, otherwise 30% brightness

Blue: OFF            Constant Brightness Mode

Motion Sensor

Note:for the first operation please remove the 

          shading film on the top of solar panel

1. Press the switch once. The lamp flashes once and works at motion sensor mode;

2. Press again. The lamp flashes twice and works at constant brightness mode;

3. Long pressing the switch to turn off the lamp.

OPERATIONAL APPROACH

USER GUIDE
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Mode

LED Type

Solar Panel Type

Battery Type

Color Temperature

LED Lifespan

Charging Time

Discharging Time

LED

Material

Product Size

Install Height

Warranty

0856A60-02

Bridgelux 5730LED 108PCS

10V 16W,Polycrystalline 

LiFePO4 6.4V 12AH

6000K-6500K

50000H

6-8 Hours

20-24 Hours

160lm/w

Aluminum+PC

502*220*123mm

3-4m

3 Years

Basic Parameters:0856A60-02   60W

(Unit:mm)

PRODUCT SPECIFICATION
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Mode

LED Type

Solar Panel Type

Battery Type

Color Temperature

LED Lifespan

Charging Time

Discharging Time

LED

Material

Product Size

Install Height

Warranty

0856B120-02

Bridgelux 5730LED 216PCS

10V 22W,Polycrystalline 

LiFePO4 6.4V 18AH

6000K-6500K

50000H

6-8 Hours

20-24 Hours

160lm/w

Aluminum+PC

702*220*123mm

4-5m

3 Years

Basic Parameters:0856B120-02   120W

(Unit:mm)

PRODUCT SPECIFICATION

60W/120W/180W/240W
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Mode

LED Type

Solar Panel Type

Battery Type

Color Temperature

LED Lifespan

Charging Time

Discharging Time

LED

Material

Product Size

Install Height

Warranty

0856C180-02

Bridgelux 5730LED 324PCS

10V 28W,Polycrystalline 

LiFePO4 6.4V 24AH

6000K-6500K

50000H

6-8 Hours

20-24 Hours

160lm/w

Aluminum+PC

902*220*123mm

5-7m

3 Years

Basic Parameters:0856C180-02   180W

(Unit:mm)

PRODUCT SPECIFICATION

60W/120W/180W/240W
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Mode

LED Type

Solar Panel Type

Battery Type

Color Temperature

LED Lifespan

Charging Time

Discharging Time

LED

Material

Product Size

Install Height

Warranty

0856D240-02

Bridgelux 5730LED 432PCS

10V 39W,Polycrystalline 

LiFePO4 6.4V 30AH

6000K-6500K

50000H

6-8 Hours

20-24 Hours

160lm/w

Aluminum+PC

1117*220*123mm

7-9m

3 Years

Basic Parameters:0856D240-02   240W

(Unit:mm)

PRODUCT SPECIFICATION

60W/120W/180W/240W
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PROJECT SUCCESS CASE

CERTIFICATIONS OF PRODUCTS
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